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Abstract 24 

The MgO-GGBS (granulated ground blast furnace slag) binder, as a novel binder, 25 

has gained increasing attention in recent decades in S/S (stabilization/solidification) 26 

to treat contaminated soils. In this study, the physical strength and leaching 27 

performance of a MgO-GGBS (MG) binder was examined and compared with PC 28 

(Portland cement) and PF (PC and fly ash) regarding the S/S treatment of PAEs 29 

(dimethyl phthalates) contaminated soil after a 7-day curing. PC, GGBS, FA (fly ash) 30 

and MgO were used as binders and the effect of different MG dosage was discussed. 31 

The results show that the order of early-stage strength after a 7-day curing was: 32 

PF<MG<PC, and PAE leachate concentrations was in the order of MG<PC≈PF. The 33 

increase in MG dosage can improve the strength of binders and immobilize PAEs, 34 

while the increase of initial PAE concentrations (3000-10000 mg/kg) can reduce the 35 

strength and increase the PAEs leaching. Therefore, the MG binder showed a better 36 

performance for the S/S of PAEs contaminated soil than PC and PF binders. The 37 

relation between leachability and strength was further explored and is expected to 38 

provide guidance for the early-stage strength estimation after the S/S of PAEs 39 

contaminated clay soil with the MG binder. 40 

Key words: Solidification/Stabilization; novel binder; GGBS; organic pollutants; MgO 41 

42 
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1. Introduction 43 

PAEs (dimethyl phthalates) have been widely used as plasticizers in industrial 44 

products or as non-polymeric products in cosmetics, fragrances, lubricants and 45 

paints (Li et al. 2016; Paluselli et al. 2018). They are physically bound to the 46 

polymeric matrix by the hydrogen bond and van der Waal force and can be easily 47 

released during production, use and disposal (Lü et al. 2018). Therefore, the 48 

extensive production (~300 million tonnes/year) (Garcia and Robertson 2017) and 49 

application of plastics have made PAEs one of the most ubiquitous organic pollutants 50 

in the environmental media (Zhang et al. 2015). They have also been listed as 51 

priority pollutants by environmental agencies of various countries including US, 52 

Canada, China and European Union due to their endocrine disrupting potential (Li et 53 

al. 2006; Bui et al. 2017; Lü et al. 2018). PAEs can be exposed to human via air 54 

inhalation, skin contact with dust and soil and the food chain with the human 55 

exposure to PAEs of ~70 µg/kg/day (Net et al. 2015). The PAE concentrations in soil 56 

generally fall in the range of 0.001 to 30 mg/kg (Cai et al. 2008; Zeng et al. 2009) 57 

and higher concentrations can be observed in contaminated sites. The elevated PAE 58 

concentrations in soils pose a high risk to human health via skin contact and intake 59 

of food products (i.e., vegetables or crops) grown on contaminated soils. Therefore, it 60 

is important and necessary to remediate PAEs contaminated soil. 61 

 62 

S/S (Stabilisation/solidification) is a commonly used low-cost remedial technique to 63 

improve the physical characteristics of contaminated soil and immobilize various 64 

contaminants based on various cementitious materials, such as PC (Portland cement) 65 

and slags, due to their high strength and low permeability. However, the production 66 

of cement needs intensive energy and contributes to anthropogenic carbon emission 67 
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(Hrvoje et. al. 2016), and therefore the partial replacement of cement with industrial 68 

by-products, such as GGBS (granulated ground blast furnace slag) and FA (fly ash), 69 

has attracted much attention in recent decades in order to reduce energy 70 

requirement and carbon footprint (Chen et al. 2019; Wang et al. 2019; Du et al. 71 

2020). The blends of PC with FA or GGBS have been regarded as promising 72 

alternatives as S/S binders because the unburned content in FA can adsorb organics 73 

(Perera 2005) and the slow hydration rate of GGBS can help improve the strength at 74 

medium and later ages (Kogbara 2011). The addition of novel additives, such as 75 

MgO, can provide added benefits in S/S performance and has attracted increasing in 76 

recent decades, especially for the S/S of soils contaminated by metals (Chen et al. 77 

2009; Cubukcuoglu and Ouki 2012; Jin and Al-Tabbaa 2014; Rahman et al. 2016). 78 

This is due to the fact that MgO has a pH neutralisation range (9-11) to precipitate 79 

metals, good ion-exchange ability and strong complexation ability to metal ions with 80 

O-H groups (García et al. 2004; Jin et al. 2016; Wang et al. 2018a). However, MgO-81 

based binder has been rarely applied in organics decontamination. It was reported 82 

that the presence of organic compounds can hinder the hydration of cementitious 83 

materials, and it is hard to convert organics into hydration products (Leonard and 84 

Stegemann 2010a). Therefore, the immobilization of organic contaminants mainly 85 

relies on physical entrapment and adsorption. Insoluble (non-polar) compounds tend 86 

to be retained in the solid matrix, while soluble (polar) contaminants are still 87 

leachable (Leonard and Stegemann 2010a). For example, the solidified/stabilized 88 

petroleum drill cuttings by the PF (PC and FA) binder satisfied the UK non-89 

hazardous landfill acceptance criteria except the chloride and oil contents (Leonard 90 

and Stegemann 2010a). In comparison, Al-Ansary and Al-Tabbaa (2007) reported 91 

that PC, GGBS-PC and lime-PC outperformed microsilica-PC, FA-MgO-PC in the 92 
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S/S of synthetic drill cuttings. The 30% GGBS-PC binder immobilised the oil 93 

concentrations in the low oil content mix to inert waste, and the 20% GGBS-PC and 94 

30% lime-PC binders managed to convert drill cuttings to a stable non-reactive 95 

hazardous waste. Our previous field study (Wang et al. 2015a) suggested that the 96 

MG (MgO-GGBS) binder was efficient in immobilizing heavy metals, SVOCs (semi 97 

volatile organic compounds) as well as TPHs (total petroleum hydrocarbons) in spite 98 

of low strength and relative high organics leaching at high initial organics 99 

concentrations. Therefore, MgO-based binder holds huge potential in S/S to 100 

eliminate organic pollutants in soils. However, to our best knowledge, S/S has 101 

scarcely been used in PAEs decontamination. Therefore, a laboratory-scale 102 

investigation into PC-based and MgO-based binders treated PAEs contaminated soil 103 

was carried out in this study to examine their physical strength and leachability and 104 

further provide guidance for the application of MgO-based binder in S/S of PAEs 105 

contaminated soil. 106 

 107 

The objectives of this study were: (1) to investigate the early-stage strength and the 108 

leachability of stabilized/solidified PAEs contaminated soil; (2) to compare the 109 

effectiveness of the MG binder with PC-based binders in remediating PAEs 110 

contaminated soil; and (3) to evaluate the effects of initial PAE concentrations and 111 

MG dosage on the S/S effectiveness of the MG binder. This applicable research is 112 

expected to provide new insights in the binder selection and the in-situ S/S 113 

application for clay soil remediation. 114 

 115 
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2. Materials and Methods 116 

2.1 Materials 117 

The soil samples used in this study are clean clay soils without contamination, and 118 

collected from a construction site in Liuyang, Hunan Province, China. By weight, its 119 

mineral composition is 28.83%-70.49%-1.22% concentration of clay-silt-sand. The 120 

moisture content is 26.5 wt%; pH is 6.89; the liquid limit and plastic limit are 34.3 ω% 121 

and 23.1 ω%, respectively, with a plastic index of 11.2. PC32.5, GGBS, FA and MgO 122 

were used as binders in this study. PC, FA and GGBS was produced by the 123 

Shanghai Conch Cement CO., LTD, and MgO was purchased from the Hao Sheng 124 

New Material company, China. FA and MgO were used in this study due to their 125 

good adsorption ability towards organics and heavy metals. As shown in Table 1, the 126 

compositions of PC and GGBS were provided by the manufacturer and those of 127 

MgO were measured using XRF (X-ray Fluorescence Spectrometer). The ratio of 128 

GGBS and MgO was 9:1 with detailed physiochemical properties listed in Table 2 129 

(Wang et al. 2020). DCM (dichloromethane, CH2Cl2) and HCl (hydrochloric acid) 130 

were purchased from the Nanjing wide field instrument and equipment CO., LTD, 131 

and they were used for extraction.  132 

 133 

Table 1 Compositions of binders used in this study (wt%) 134 

 CaO SiO2 Al2O3 MgO Fe2O3 SO3 MnO TiO2 K2O 

PC 46.6 27 12.6 1.02 3.29 3.33 0.06 0.51 1.13 

GGBS 36.6 33.9 16.1 6.82 0.88 2.01 0.28 1.04 0.66 

MgO 0.84 0.99 0.41 95.8 0.19 0.28 0.02 - 0.01 

 135 

Table 2 Physiochemical properties of GGBS, MgO and PC 136 
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 Density Surface area Reactive MgO Reactivity pH 

GGBS - 0.28 m2/g - 1.3 11.22a 

MgO 3.58 g/cm3 27.83 m2/g 79.2% 40.9 10.69b 

PC 3.15 g/cm3 0.35 m2/g - 4.6  

awater:GGBS=1:1; bwater:MgO=5:1 137 

 138 

The clay soil was dried in air and ground to pass a 2 mm sieve in order to remove 139 

impurities from the soil. PAEs were added into dry soil samples to produce artificial 140 

organic pollution with the concentrations of 3000 mg/kg, 5000 mg/kg and 10000 141 

mg/kg. In other words, samples contain 0.3%, 0.5% and 1% of PAEs, respectively. 142 

The binders and water were evenly mixed with dry soil samples and then the mixture 143 

was placed in split PVC cylinders (50 mm inner diameter and 100 mm high). After 144 

cured at 20 ± 2°C with a humidity of 95% for 7 days, the samples were demolded 145 

and subjected to UCS (unconfined compressive strength) and batch leaching tests. 146 

The preparation and initial curing operations strictly followed the standard ASTM 147 

D1632-17 (2017) (ASTM International 2017). The compositions of soil, binder and 148 

PAEs of each group are shown in Table 3. Mixes were named in the following order: 149 

binder, percentage of binder used, the percentage of PAEs added. Group 1 was 150 

designed to discuss the effectiveness of MG10-0.3 (MgO and GGBS) compared with 151 

conventional binders, PC10-0.3 (control group) and PF10-0.3 (PC:FA=1:2 (Wang et 152 

al. 2015a)). Group 2 was to study the effect of MG dosages (7.5%, 10% and 15%). 153 

Group 3 was to evaluate the effect of PAE concentrations (0 mg/kg, 5000 mg/kg and 154 

10000 mg/kg). MG7.5-0.5, MG7.5-1, MG10-0.5 and MG10-1 were also conducted to 155 

explore the relationship between leached PAE concentrations and mechanical 156 

strength. The combination of each sample, curing temperature, water content, curing 157 

time and binder dosages were selected based on Wang et al. (2018). 158 

../../../../yz485/AppData/Local/youdao/dict/Application/7.5.0.0/resultui/dict/
../../../../yz485/AppData/Local/youdao/dict/Application/7.5.0.0/resultui/dict/
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 159 

Table 3 Soil-binder constituents of soil samples (wt%) 160 

Group Sample Soil GGBS MgO PC FA Water PAEs 

Group 1 

PC10-0.3 67.19 0 0 10 0 22.51 0.3 

PF10-0.3 67.19 0 0 3.33 6.67 22.51 0.3 

MG10-0.3 67.19 1 9 0 0 22.51 0.3 

Group 2 

MG7.5-0.3 70.16 0.75 6.75 0 0 22.04 0.3 

MG10-0.3 67.19 1 9 0 0 22.51 0.3 

MG15-0.3 61.26 1.5 13.5 0 0 26.44 0.3 

Group 3 

MG15-0 61.26 1.5 13.5 0 0 26.74 0 

MG15-0.3 61.26 1.5 13.5 0 0 26.44 0.3 

MG15-0.5 61.26 1.5 13.5 0 0 26.24 0.5 

MG15-1 61.26 1.5 13.5 0 0 25.74 1 

 161 

2.2 Testing methods 162 

In order to describe the mechanical property of stabilized/solidified soil and examine 163 

the S/S effectiveness, the UCS tests were conducted in triplicate following the 164 

standard ASTM D4219-08 (ASTM International 2008). The axial strain rate was set 165 

at 1%/min, and the data of the axial compressive force was collected per second. 166 

The crushed samples with particle sizes between 1 and 4 mm were then subjected 167 

to the TCLP (toxicity characteristic leaching procedure) test (USEPA 1990). 12.5 g 168 

specimens were added into 250 mL diluted sodium acetate solution (initial pH 4.8). 169 

The leachate solutions were agitated for 18 h. It should be noted that the control 170 

TCLP test indicated that total organic matter in clean soil as well as after the addition 171 

of MG binder (i.e., MG7.5-0, MG10-0, MG15-0 samples) is lower than the detection 172 

limit. After agitation and 24 h’s standing, the liquid from the TCLP test was 173 
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transferred into a 500 mL plug-contained conical flask for organics extraction. In 174 

order to speed the extraction reaction as well as acting as a pH buffer, 5 mL of 12 M 175 

hydrochloric acid was added into the flask. 15 mL of DCM was then added to the 176 

supernatant as extractants for liquid-liquid extraction and hand-shaking for 2 min in 177 

order to mix PAEs with extractants well for adequate extraction (Wang et al. 2015c). 178 

After repeating for 3 times, the total extracted sample was then poured into a weight 179 

recorded container and placed in a fume cupboard for DCM evaporation. The 180 

extracted volume poured into a container and the waste volume of the liquid left in 181 

the flask were also recorded before the evaporation. After 48 h’s evaporation, the 182 

mass of the residual was recorded, and the concentration of organics was calculated 183 

by the mass balance method. The UCS tests were carried out in triplicate while the 184 

leaching tests were carried out in duplicate. 185 

 186 

3. Results and discussion 187 

3.1  Physical strength 188 

3.1.1 Effect of different binders 189 

Figure 1 gives the UCS values of 3000 mg/kg PAEs contaminated soil treated by 190 

different binders (Group 1), i.e., PC, PF and MG, after the curing period of 7 days at 191 

20°C at a humidity of 95%. In spite of triplicate UCS tests, the error bar for the PF 192 

group was zero because one sample was broken and cannot be subjected to the 193 

UCS test, and the UCS data of another two samples were the same. Although the 194 

average UCS value of MG10-0.3 (86.6 kPa) was only 63% of that of PC10-0.3 195 

(137.6 kPa), it was 30% higher than that of PF treated soil (61.1 kPa) at this early 196 

stage (7 days’ curing). This is due to the fact that under the same pollution conditions, 197 

the early-stage strength of binders is affected by the reactivity of binding materials 198 

which has an effect on their hydration reaction rate. According to Wainwright and 199 

Rey (2000), the reactivity of binder materials can be determined by the chemical 200 

modulus ((CaO+MgO)/SiO2). They claimed that the higher the value, the more 201 
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reactive the binders are. As shown in Table 2, the calculated reactivity of PC and 202 

MgO is 4.6 and 40.9, respectively, much higher than that of GGBS (1.3) and FA 203 

(0.17) (Wang et al. 2018a). Therefore, the presence of GGBS and FA with low 204 

reactivity will hinder the hydration of PC at early age. After 7 days’ curing, the 205 

strength development of PC, PF and MG treated PAEs contaminated soil is in the 206 

order of PC>MG>PF. This finding is consistent with the results obtained in Wang et 207 

al. (2018) that the strength of binders was in the order of PC>MG>PF for treating 208 

metal-contaminated soil after 28 days’ curing. In addition, Liu (2013) found that the 209 

early stage UCS value of MG stabilized/solidified uncontaminated soil was only 30%-210 

40% of that of PC treated soil, which is similar to our results, and the strength 211 

increased significantly after 7 days’ curing and still saw an upward trend after 90 212 

days. Jin et al. (2016) also demonstrated that the strength of MG blends was weak at 213 

the beginning and improved after 3 years’ treatment in an S/S field trial with the 214 

contamination by both heavy metals and organics. The physical strength of binders 215 

after longer curing time will be further addressed in future. 216 

 217 

Figure 1 UCS values of PAEs contaminated soil treated with 10% of PC, PF and MG 218 

binders (PAEs concentration=3000 mg/kg) 219 

 220 

In order to have a general understanding of the physical strength of different binders, 221 

Table 4 presents a comparison of UCS values of different mixes in application to 222 

stabilized/solidified contaminated soil in some studies. It is notable that the UCS 223 
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value of PC is the highest in the early stage compared with binders based on other 224 

materials, such as FA, MgO, CaO, lime, etc. This is particularly true in early stage (7 225 

days’ curing), but the difference becomes narrow or reverse (MG>PC) with a longer 226 

curing time as can be found in Table 4. This is consistent with the reactivity of GGBS 227 

and PFA mentioned above, indicating a longer time requirement to accomplish the 228 

full hydration. 229 

 230 

Table 4 A comparison of UCS values of mixes applied in S/S in different studies 231 

Mixes Curing period UCS (MPa) Pollutants Reference 

PC, CaO, FA, etc. 28 days PC>CaO+FA 

Naphthalene, 

pyrene, motor 

oil 

(Dermatas et al. 2003) 

PC, PF 7, 28, 56 days 
PC>PF (7-56 

days) 
Drill cutting 

(Leonard and 

Stegemann 2010b) 

PC, PF, MG, etc. 1.5 years MG>PF>PC 

Zn, As, Cr, Cu, 

Ni and Pb and 

total organics 

(Wang et al. 2015a) 

PC, MG, etc. 
40 days, 1 

year, 3 years 

PC>MG (40 

days) 

PC=MG (3 

years) 

Zn, As, Cr, Cu, 

Ni and Pb and 

total organics 

(Wang et al. 2016) 

PC, PF, MG 7 days PC>MG>PF PAEs This study 

 232 

3.1.2 Effect of MG dosage 233 

The effect of MG dosage (7.5%, 10% and 15%) on the strength development of 234 

stabilized/solidified PAEs contaminated soil was evaluated by UCS tests. As shown 235 

in Figure 2, the UCS values in the early stage increased by around 19% from 81.5 236 
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kPa to 96.8 kPa as MG dosages increased from 7.5% to 15%. The increasing trend 237 

is consistent with our previous study (Wang et al. 2016) that the average UCS values 238 

of MG2.5, MG5 and MG10 increased with increasing dosages (2.5%, 5% and 10%) 239 

in the case of the in-situ S/S of soil contaminated by heavy metals and total organics 240 

after three years’ curing. This indicates that the increase in MG dosage can improve 241 

the strength of stabilized/solidified soil contaminated by heavy metals or/and 242 

organics.  243 

 244 

Figure 2 UCS values of PAEs contaminated soil treated with 7.5%, 10% and 15% of 245 

the MG binder (PAEs concentration=3000 mg/kg) 246 

 247 

3.1.3 Effect of initial PAE concentrations 248 

MG15 binders were used to assess the effect of different PAE concentrations on the 249 

strength of stabilized/solidified PAEs contaminated soil. The average UCS value of 250 

MG15-0 after 7 days’ curing was approximately 100 kPa. As shown in Figure 3, the 251 

strength decreased very slightly at a concentration of 3000 mg/kg (0.3%), then 252 

decreased by 33% when the concentration increased to 5000 mg/kg (0.5%). 253 
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However, the increase in PAE concentrations from 5000 mg/kg to 10000 mg/kg 254 

made no further significant difference to UCS values. That is, the most obvious 255 

reduction of physical strength was seen with the increase in PAE concentrations 256 

from 3000 mg/kg to 5000 mg/kg. The negative effect of PAEs on physical strength of 257 

stabilized/solidified soil in early stage can be explained by two reasons: 1) PAEs, as 258 

a kind of organic matter, decrease soil strength by reducing the friction component of 259 

strength (Ekwue et al. 2014); 2) PAEs are highly lipophilic and insoluble in water, and 260 

therefore their coverage on the binder surface can reduce the contact of binders with 261 

water and further retard the hydration reaction (Wang et al. 2015b). Further tests will 262 

be conducted to explore the relation between physical strength and initial organics 263 

concentrations. 264 

 265 

Figure 3 UCS values of MG15 treated soil contaminated with different PAE 266 

concentrations of 0, 3000, 5000 and 10000 mg/kg 267 

 268 

3.2  Leachability 269 

3.2.1 Effect of different binders 270 
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Approximately 3000 mg/kg of PAEs and 10% of the binder dosage were applied to 271 

assess the effect of MG, PF and PC binders on the PAEs leachability. As shown in 272 

Figure 4, MG acted as a more efficient binder in immobilizing PAEs in soil in early 273 

stage, with the leachate concentration of 581.3 ± 23.4 mg/L, than PC and PF with 274 

their leachate concentrations of 831.1 ± 150.2 mg/L and 831.6 ± 209.2 mg/L, 275 

respectively. Their order of immobilization ability towards PAEs in early stage 276 

(MG>PF≈PC) is similar to that towards heavy metals and total organics after 1.5 277 

years’ curing (MG>PF>PC) (Wang et al. 2015a), demonstrating the outstanding 278 

ability of MG to immobilize organics besides heavy metals in soil. This can be 279 

attributed to the brucite structure produced by MgO and Ht (hydrotalcite) produced 280 

by MG (Wang et al. 2015a, 2015b), which can help immobilize pollutants by 281 

containing various exterior ions and trap organics by hydrogen bonds (Gillman 2005). 282 

In addition, the high surface area of MgO may contribute to the adsorption of PAEs. 283 

As for the PF binder, the addition of FA was supposed to be able to immobilize 284 

organic pollutants due to the adsorption ability of its unburned carbon content 285 

(Perera 2005). Leonard and Stegemann (2010b) also found that the addition of a 286 

high carbon fly ash in PC (1:1 by mass) can improve the immobilization of 287 

hydrocarbons and chloride in petroleum drill cuttings after the curing periods of both 288 

7 and 56 days. However, it was observed that the PF binder performed similarly to 289 

PC in PAEs immobilization in early stage. This may be explained by the very low 290 

reactivity of FA at 0.17 compared with that of PC (4.6) (Wang et al. 2018a), 291 

producing a lower hydration degree of PF than PC after 7 days’ curing.   292 
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 293 

Figure 4 PAEs leachability in contaminated soil treated with different binders 294 

 295 

3.2.2 Effect of the MG dosage 296 

The effect of the MG dosage on the leaching performance of stabilized/solidified 297 

PAEs contaminated soil was evaluated using 3000 mg/kg of PAEs and 5%, 10% and 298 

15% of MG, and the results are shown in Figure 5. With the increasing MG dosages 299 

from 7.5% to 10%, the leachate concentrations decreased by about 16% from 689.0 300 

± 25.3 mg/L to 581.3 ± 23.4 mg/L, and then decreased slightly to 558.4 ± 58.4 mg/L 301 

at a further higher MG dosage of 15%. This suggests that the increase in MG dosage 302 

can immobilize more PAEs in treated soil. From a practical standpoint, MG10 should 303 

be a cost-effective dosage for the immobilization of about 3000mg/kg PAEs in 304 

contaminated soil.  305 
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 306 

Figure 5 PAEs leachability in contaminated soil treated with different MG dosages 307 

(initial PAEs concentration=3000 mg/kg) 308 

 309 

3.2.3 Effect of initial PAE concentrations 310 

The effect of initial PAE concentrations on leachability was studied with 3000 mg/kg, 311 

5000 mg/kg and 10000 mg/kg of PAEs and MG15. As shown in Figure 6, the 312 

leachate concentration doubled from 558.4 ± 58.4 mg/L to 1130.7 ± 87.2 mg/L when 313 

the concentration of PAEs increased by 1.67 times from 3000 mg/kg to 5000 mg/kg. 314 

Similarly, the leachate concentration increased further by 2.21 times to 2497.8 ± 315 

114.8 mg/L at a doubled concentration of 10000 mg/kg. That is, more PAEs tended 316 

to be leached in stabilized/solidified soil with severer pollution due to lower 317 

immobilization effectiveness. In comparison with the strength data in section 3.1.3, in 318 

early stage, higher PAE levels had a more negative impact on the leaching 319 

performance of MG treated soil than on their strength developments. Therefore, 320 

pretreatment options, such as chemical oxidation and biodegradation, are suggested 321 

prior to S/S treatment when treating soil with severe organic pollution.  322 



 

17 
 

 323 

Figure 6 PAEs leachability in contaminated soil at different initial PAE concentrations 324 

treated by the MG15 binder 325 

 326 

Considering the superior S/S effectiveness of the MG binder over the PC and PF 327 

binders, it is a need to further explore the relation of early stage strength and 328 

leachability of PAEs contaminated soil stabilized/solidified by the MG binder. Figure 329 

7 shows the distribution of UCS values as a function of PAEs leachate 330 

concentrations for each individual test after a 7-day curing. The strengths varied from 331 

66.24 kPa to 320.54 kPa at the leachate concentration range of 26.92 to 2498 mg/L. 332 

The UCS values in early stage decreased sharply when the leachate concentration 333 

increased from around 26.92 mg/L to around 1200 mg/L and then leveled off with the 334 

further increase in leachate concentrations to about 2500 mg/L. This trend agrees 335 

well with that of S/S soil contaminated by heavy metals and total organics after a 3-336 

year curing (Wang et al. 2015b). The decrease in physical strength with increasing 337 

leachate concentrations of PAEs is due to the fact that the existence of PAEs can 338 

wrap the binder grains and isolated the binder from water, making the binder surface 339 

https://www.sciencedirect.com/science/article/pii/S0304389414008966#fig0025
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hydrophobic and hard to react with water (Pollard et al. 1991; Wang et al. 2015b). In 340 

this case, the hydration reaction of binders was hindered, producing lower UCS 341 

values.  342 

 343 

Figure 7 The relation between UCS values and the leachate concentrations of PAEs 344 

contaminated soil stabilized/solidified by the MG binder in early stage 345 

 346 

This relation can also provide guidance for the early-stage strength prediction in 347 

practice when using the MG binder to stabilize/solidify soil with PAEs pollution or 348 

even organic pollution. For example, when the leachate concentrations of PAEs were 349 

over 1000 mg/L, the physical strength of MG stabilized/solidified soil reduced to 350 

approximately 70 kPa under the conditions of this study. This may suggest that the 351 

strength of MG treated soil is less likely to be higher than 70 kPa when the PAEs 352 

leachate concentration is more than 800 mg/L in early stage. However, the 353 

water/solid ratio was reported to probably make an impact on the S/S performance of 354 

contaminated soil (Wang et al. 2018b), which has not been studied in this study. 355 
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Therefore, further research is needed to illuminate the relationship among the 356 

water/solid ratio and various soil types and the binder dosage. 357 

 358 

4 Conclusions 359 

This study presents the strength and leaching performance of the MG binder 360 

stabilized/solidified PAEs contaminated soil in early stage (7-day curing), and 361 

provides a comparison with two conventional binders (PC-based binders). The 362 

following conclusions can be drawn:  363 

1) The average UCS value of MG10-0.3 was only 63% of that of PC10-0.3 but 364 

30% higher than that of PF treated soil after 7 days’ curing. 365 

2) The increase in MG dosage can improve the strength of stabilized/solidified 366 

PAEs contaminated soil, while the increase in initial PAE concentrations in the 367 

range of 3000 mg/kg to 10000 mg/kg can reduce the strength. 368 

3) MG is more efficient in reducing the leachate concentration of PAEs in 369 

stabilizing/solidifying PAEs contaminated soil compared with PC based 370 

binders even in early stage. The average PAE leachate concentrations of MG 371 

were only 69.9% of those of PC and PF. 372 

4) The increase in MG dosage is beneficial to immobilize PAEs in contaminated 373 

soil, while lower immobilization effectiveness was observed with severer PAEs 374 

pollution.  375 

5) The strength decreased sharply first and then levelled off with the increase in 376 

PAEs leachate concentrations for the MG binder, which may be useful for the 377 

early-age strength estimation of PAEs contaminated clay soil after the S/S 378 

treatment by the MG binder. 379 

 380 
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